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Packaging 
 

 

The opto-pipette holder is shipped in a plastic box. 

The holder comes with a bare silver (Ag) wire (not chlorinated) and the optical cannula installed. For 
protection of the wire and the cannula a glass capillary is mounted in the holder. 

Before first time use, the silver wire must be chlorinated. This is best done when the wire is removed 
from the holder. 
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The parts of the Opto-Pipette Holder 

 

 

No. Name Item Number/Reference 
1 SMA – SMA connector 5900464 
2 SMA panel jack 5900468 
3 1 mm pin connector (LS1-S) 5900262 
4 Plastic washer M2 ID2.1 OD4.0 6100295 
5 Gold-pin for SMA type holder 8740055 
6 O-ring 1.0-1.7 mm 6100292 
7 Ag wire, 250 µm diameter 5900656 
8 O-ring 4 mm 6100294 
9 Cannula, 200 µm core  
10 Opto-Pipette Main Body 8740093 
11 2nd Port 8740094 
12 Suction port, steel capillary 8740054 
13 Distance Sleeve 1.5 mm 8740046 
14 Front Cap 1.5 mm 8740041 
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Removing the Opto-Pipette Holder from the box 
• Open the box gently 
• Take out the holder, which is sealed in a plastic bag 
• Use a scissor to cut open the bag on one end 
• Remove the cardboard with holder from sealed plastic bag 

 

 

 

• Make sure that you store the replacement O-rings and washers and the additional 1 mm pin 
connector on a safe place where you can find them when needed. 
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Four components:  

1) Bag with small O-rings 
2) Bag with 1 mm connector pin assembly  
3) Bag with O-rings and washers  
4) Pipette holder with wires installed 

 

• Cut the cable tie with a scissor or wire cutter to detach the holder form the cardboard. 
 

 

 

Disassembling the Opto-Pipette Holder 
For cleaning purpose and for chlorinating the Ag wire it is required to disassemble the holder. 

• Loosen the cap and pull out the wire protecting capillary. 
 

 

 

The holder is assembled with 250 µm diameter silver wire (length 6 cm) soldered to the connector pins 
and installed in the holder and a cannula. Note that the wires are not chlorinated! 

• Unscrew the front cap from the main body and pull it over the cannula. 
• Unscrew the SMA connectors on the 2nd port.  

Attention: Make sure that you do not lose the washer between connector and electrode 
connector pin. 
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A little plastic washer prevents electrical contact between the electrode connector pin and the SMA type 
connector. This washer is not glued in. Be careful not losing it. It might either sit in the connector or still 
on the electrode connector pin inside the pipette holder. 

• Pull out the pin+wire of the 2nd port towards the back using forceps.  
 

 
 

 

• Pull out the cannula with fine forceps. You might facilitate this process by pushing the cannula 
back. But be careful not breaking it. 
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Assembling the Opto-Pipette Holder 
• Unscrew the front cap with distance space and O-rings. 
• Push in the cannula to the main port. 
• Push in the wire+pin on the second port. 
• Insert the capillary into the front cap assembly. 

 

 
 

• Insert the Cannula and Ag-wire into the capillary. 
 

 
 

• Tighten the screw cap on the main holder until the capillary is tightly hold in place. 
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Mounting of the Opto-Pipette Holder in the SMA Fiber Holder 
 

 
 

When screwing in the main body of the opto-pipette holder to the SMA Fiber Holder put the 4 mm O-
ring in between. This prevents air leakage. 
 
 
Electrical connection via cable and 1 mm pin (low weight) 

In case the electrical connection should be made via a cable to a remote preamplifier, screw in the SMA 
panel jack with its 1 mm pin to the second port. Please do not forget to put the plastic washer between 
gold-pin and panel jack.  
 

 

 

Direct connection to S-Probe (low noise):  

Alternatively, you can screw in the S-probe directly to the second port. This will give you lower electrical 
noise but increased the weight on the holder.  
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Support 
If you have any questions, suggestions, or improvements, please contact HEKA's support team. The best 
way is to send an e-mail specifying as much information as possible: 
 

• Your contact information 
• The program name: e.g. Patchmaster, Potmaster or Chartmaster software 
• The program version number: e.g. v2.65, v2.73.1 
• Your operating system and its version: e.g. Mac~OS 10.8, Windows~7 64-bit 
• Your type of computer: e.g. Intel Core i3 3.2~GHz with 2 GB RAM 
• Your acquisition hardware, if applicable: e.g. Epc~10 USB, Epc~800+ Lih~8+8 or PG~340 USB 
• The serial number and version of your amplifier, if applicable: e.g. Epc~9 single, version "920552 

D" 
• The questions, problems, or suggestions you have 
• Under which conditions and how often the problem occurs 

 
We will address the problem as soon as possible. 

 
 

Contact Addresses 
 

HEKA Elektronik GmbH Phone: +49 (0) 6325 95 53-0 
Wiesenstrasse 55 Fax: +49 (0) 6325 95 53-50 
D-67466 Lambrecht/Pfalz Website: www.heka.com 
Germany  www.elproscan.com 
 Email: sales@heka.com 
  support@heka.com 
   
HEKA Electronic Phone: +1 800 597 0580 
84 October Hill Road Fax: +1 508 429 5732 
01746 Holliston   
Massachusetts   
United States   
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